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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-01

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697563.677 E 755470.650 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
0 -
1 Sandy silty clay (ML/CL), dark brown, no
1 odor
1 0020-01-SO-2
1 ~1 in. lense of light brown sand (SP), fine
1 grained
2]
- 0020-01-SO-3
3 —: CL water level at ~3 ft
b 18
4]
5
6 _ _ . .
1 Sandy silt to silty sand (ML/SM), fine grained,
4 brown, minor staining (possible staining at
- 7.1), no odor
. SM/ML
7]
1 Sand (SW), very fine to coarse grained,
—: brown, no odor SW
8 ] 2.9
1 Total Depth 8ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-02

(Page 1 of 1)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697570.470 E 755517.174 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Clayey silt to silty clay (ML/CL), dark brown,
1 firm, no odor
1 0020-02-SO-2
2]
3 0020-02-SO-3
7 ML/CL
. water level at 3.45 ft
4]
5
. 1.8
6
1 Sandy silt (ML), fine grained, brown, firm, ML
-1 moderate plasticity, no odor
7] Silty sand (SM), fine grained, brown, soft, no SM \
J\odor
1 Sand (SP), fine grained, brown, soft, no odor sp
N 2.4
8
Total Depth 8 ft
9

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-03

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697576.244 E 755572.137 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o _| Boring Disp.:
£ T g
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 -
1 Sandy silty clay (CL), few trace coarse sand
1 and fine gravel, minor staining (no odor),
- brown becoming very dark grey brown at
] ~1.4ft, minor H.C. odor, moist
1 0020-03-SO-2
2]
N CL
3
47
3 0020-03-50-5
5]
] water level at 5.1 ft
- Silty sand (SM), brown, soft, slight odor.
. SM 27.1
6
1 Sand (SP), fine grained, brown soft no
- staining, no odor
N SP
7
1 Sand (SW), fine to coarse grained, brown,
1 soft, no odor Sw
8] 6.0
1 Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-04

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697581.959 E 755621.712 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
7 Clay (CL), brown to ~1.3ft becoming very
1 dark grey brown to black at ~1.3ft to ~5.3ft,
—{ no odor
1 0020-04-SO-2
2]
] brown, minor local staining (black)
N CL
3
4]
3 6.5 0020-04-S0-5
5] no staining below ~4.9ft
] water level at 5.11 ft
7 Clayey silt to silt (ML), brown, no odor, moist
. ML
6_
7 Sand (SP), fine grained, soft, brown, no
- stain/odor
7 SP
8 ] 3.3
Total Depth 8 ft
9

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-05

(Page 1 of 1)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697510.573 E 755473.515 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - - -
7 Clayey silt to silty clay (ML/CL), brown, firm,
1 moist, no odor
N ML/CL
1 0020-05-S0O-2
4 sand (SP), fine, brown, soft, no odor SE
2 Clayey silt to silty clay (ML/CL), brown, firm,
1 moist, no odor, grading to sandy-siltyclay at
131t ML/CL
. water level at 2.56 ft
] 0020-05-SO-3
3 _ . .
1 Sandy silty clay (SM), very fine grained,
1 brown, no odor
4]
5
N SM
. 3.3
6
7]
1 Sand (SP), fine grained, brown, soft, no odor SP
] Clayey -sandy gravel (GC), gravel up to 3cm, GC
8—\brown to grey brown, no odor
J Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-06

(Page 1 of 1)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697516.222 E 755523.095 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Clayey silt to silty clay (ML/CL), dark brown,
1 firm, low to mod. plasticity, no odor
1 0020-06-SO-2
2]
- 0020-06-SO-3
3_: ML/CL
] water level at 3.36 ft
4]
5
. 25
6— Silty sand to sand (SM/SP), fine grained,
1 brown, soft, no odor
. sP
7
1 Clayey sandy gravel (GC), gravel up to 3cm, GC
8—\brown, no odor
7] Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-07

(Page 1 of 2)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697522.964 E 755579.323 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - — -
1 Silty clay (CL), brown, moist, firm, becoming
- black to very dark grey at ~1.1ft, strong H.C.
-] odor (moderate at 0-1ft.)
1 0020-07-SO-2
2]
. cL
3
4]
3 0020-07-S0-5
5
. water level at 5.18 ft
-] Sandy silt to silty sand (ML/SM), minor H.C
1 odor, brown, minor trace staining becoming
 grey brown at ~7.5ft, very dark grey brown
67 at ~7.oft
B 1606
7]
- SM/ML
8]
1 ML/SM, as above, brown
9]
1 Sand (SP), fine, light grey, no odor. SpP
- 20.6}
10-1.Sand (SW), fine to coarse, brown, soft, SW
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-07

(Page 2 of 2)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697522.964 E 755579.323 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 20 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10 -
1 Sand (SW), fine to coarse, brown, soft,
1 slight HC odor
11
4 becoming grey
. Sw
12 10.6
13- , . .
1 Clayey silt to silty clay (ML/CL), black, firm to
1 hard, strong H.C. odor
3 ML/CL
14 .
1 Sand (SP), fine, grey, trace gravel
J SP
15— Sand (SW), grey brown becoming SP at
1-~15.9
16
y 6.3
J SW
17
18 _ .
1 Sandy silt to silty sand (ML/SM), grey brown,
_: moderate H.C. odor ML/SM
193 Clay (CL), firm/hard, high plasticity, minor
- staining from 18.8 to ~19.1, no staining
4 below, red brown
] CH
] 2.9

20
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-08

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697531.460 E 755633.075 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
- Silty clay (CL), very dark grey brown to dark
1 grey brown, slight H.C. odor
1 0020-08-SO-2
] 0020-08-SO-2DUP
2]
] CL
3
4]
3 27.8 0020-08-S0-5
5 Silty clay (CL), brown with abundant water level at 4.98 ft
- staining, slight H.C. odor
J CL
6 . . .
1 Sand (SP), grey, fine grained, becoming
4 brown at ~6.89ft, slight H.C. odor
B SP
7]
1 Sand (SW), coarse to fine grained,
— brown/red, brown, no odor/staining
h SW
8 ] 9.7
Total Depth 8 ft
9

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-09

(Page 1 of 1)

Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697460.848 E 755486.119 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
0 - - -
1 Clayey silt (ML), dark brown, firm, moist, no
1 odor, trace sand
1 0020-09-SO-2 (MS/MSD)
N 0.3/4
. 3.5/4
2 ML 0
3
4_: Clayey silt (ML), as above, brown ML
1 Silty sand (SM), fine grained, brown,
- firm/dense, slightly plastic, moist, no odor 4/4
5 SM
6—: Sar_ldt (SP),dfine grained, brown, dense, 18 0020-09-SO-6
4 moist, no odor water level at 6.59 ft
N SP 75
7]
1 Sand (SP), medium grained, brown, dense,
{ moist, no odor Sl 14
8
Total Depth 8 ft
9

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-10

(Page 1 of 1)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697465.180 E 755530.056 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo T o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Clayey silt (ML), top soil, brown, hard CL |
1 Gunite GUN etieth
1 Clayey silt to silty clay (ML/CL), brown, firm,
1 moist, odor
1 0020-10-SO-2
2]
- 0020-10-SO-3
3 _: cL water level at 3.1 ft
4]
5
1 Sand (SP), fine grained, brown, soft, no odor 16
6
3 SP
.
1 Clayey sandy gravel (GC), gravel up to 3cm,
1 brown, no odor
] GC
g
1 Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-11

(Page 1 of 2)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697474.982 E 755588.078 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0
1 Sandy clay (CL) brown, hard, H.C. odor
3 CL
1 Sandy clay (CL) black, hard H.C. odor 0020-11-SO-2
2]
3
. CL
47
3 0020-11-S0-5
5
1 Sandy silt to silty sand (ML/SM) brown to grey 95 1 water level at 5.63 ft
1 brown, slight H.C. odor '
6 ML/SM
1 Silty sand (SM), fine grained, brown to light
1 grey brown, slight odor
7
8—: SM
9]
- Gravelly sand (SW), grey brown, HC odor
7 SW
10 85




k_20\0020_11.bor

07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-11

(Page 2 of 2)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697474.982 E 755588.078 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
=%
o) 0 o a
(@) =) O] o
10—

. SW
11— Clay (CH), high plasticity, brown, firm, slight

] odor CH

1 Sand (SP), fine, dark brown to grey brown, sp
123 HC odor 73

] Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-12

(Page 1 of 2)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697485.105 E 755639.978 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0
1 Sandy clay (CL) brown, hard, H.C. odor
—: Sandy clay (CL) black, hard H.C. odor
1 0020-12-SO-2
N CL
2]
3
7 Sandy silt (ML) brown/red brown, minor
- staining to ~5ft, HC odor
4
N ML
3 0020-12-50-5
5 ——
7 Sandy silt to silty sand (ML/SM) brown, soft,
1 minor H.C. odor
_: 17 ¢ water level at 5.59 ft
. ML/SM '
6
7 Gravelly sand to sandy gravel (SW/GW) grey
1 staining, grey brown from 6.7ft to 7.2ft, slight
7 odor
N SW/IGM
1 Gravelly sand (SW), grey brown, slight odor
8_
N SW
9]
103 11.7)
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-12

(Page 2 of 2)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697485.105 E 755639.978 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

B o
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
=%
[} 0 o a
[a D O o
10—
11 sw

] 46
12

7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-13

(Page 1 of 1)

Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697407.354 E 755489.925 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
0 - - -
1 Clayey silt (ML), dark brown, firm, moist, no
1 odor, trace sand
1 3 mm layer of fine sand at ~0.8 ft
1 0020-13-SO-2
J red brown oxidation at 1.5 ft 3/4
N ML
2] 0
3
7 Sandy silt (SM), fine grained, brown, dense,
4— no odor
N SM
E 4/4
5 . .
1 Sand (SP), fine grained, brown, dense, no
1 odor
. 14. 20-13-SO-
6 ] sp 3 0020-13-SO-6
] 15.1 water level at 6.48 ft
7]
1 Sand (SP), as above, fine to medium grained
B sP
. 13.2
8
1 Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-14

(Page 1 of 2)

Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697416.695 E 755541.487 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - - -
1 Clayey silt (ML), dark grey, firm, moist, no
1 odor, trace sand
1 0020-14-SO-2
N 0020-14-SO-2DUP
N CL 0/4
7 3.5/4
2 03
1 Sand (SW), fine to coarse grained, trace
3] gravel, brown, loose, moist, no odor
. Sw
4]
- Sand (SP), fine grained, brown, dense, moist, 24
4 no odor, trace medium and coarse sand
] SP
5]
- Sand (SW), fine to coarse grained, brown,
1 dense, moist, up to 5% gravel, gravels <4cms
- above, fine to medium grained
6 48.8] 0020-14-SO-6
g SW collected from 2.5 to 6.5 ft
- becoming wet 64.4 water level at 6.51 ft
7]
1 Sand (SW), as above, grey brown
- staining/discoloration locally (25-35%)
8]
—: sw 3.5/4
9]
. 72.4
10—
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-14

(Page 2 of 2)

Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697416.695 E 755541.487 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
(@) =) O] o
10 SWW
1 Silty sand (SM), fine grained, brown to red SM ’
\brown, dense, HC odor
7] Silty sand to sand (SM/SP), fine grained, firm,
7 slightly plastic, HC odor SM/SP
11
1 Sand (SP), fine grained, grey, dense, slight to
-1 moderate HC odor
12 46.8
. SP
_: 4/4
- groundwater sample
13 ] 0020-14-GW
1 Sand (SP), fine to medium grained, grey,
1 dense, slight to moderate HC odor
14
] SP
15
- Clay to silty clay (CL), dark grey becoming
1 brown at 15.9 ft, very firm, HC odor CL 72
16
1 Total Depth 16 ft
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-15

(Page 1 of 1)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697426.025 E 755599.011 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0
1 Sandy clay (CL) brown, hard, H.C. odor oL
1 Sandy clay (CL) black, hard H.C. odor CL
] SILTY CLAY, Sandy clay (CL), brown, trace
1 gravel, minor staining, slight odor cL 0020-15-S0-2
] 0020-15-SO-2DUP
1 Sandy clay (CL) black, hard H.C. odor,
1 becoming dark grey brown at 4.9 ft
2]
3
4—: CL
3 0020-15-S0-5
5]
] water level at 5.11 ft
. 1236
6
1 Silty sand (SM), fine grained, brown to grey SM
- brown, slight odor
7— sand (SP), fine, dark grey brown, no odor to
- slight odor
3 SW
8 . 81
1 Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-16

(Page 1 of 1)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697435.729 E 755648.402 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Sandy clay (CL) brown, hard, becoming black
Jatl.2ft
1—: 0020-16-SO-2 (MS/MSD)
2_: CL
3
43 Sand (SP), fine, grey, dry SE
] Sandy clay (CL), black, hard, no odor
3 0020-16-S0-5
5_: CL
] water level at 5.28 ft
. 8.3
6— Silty sand (SM), fine, brown, minor staining
1 from 5.9 to 6 ft, slight odor SM
1 Sand (SP), very fine grained, soft, brown,
1 possible HC odor, no staining
7
7 SM
8 ] 3.5
Total Depth 8 ft
9

=
o




k_20\0020_17.bor

07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0020-17

(Page 1 of 2)

Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697628.168 E 755507.967 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
7 Concrete/gunite
_: Conc.
13 Sandy clayey silt (ML), dark brown, firm,
1 moist, no odor m
2 0.0
. ML
3
43 Sand (SW), fine to coarse grained, brown,
1 dry becoming moist at 6.5 ft, slight HC odor, SW
4.~5% gravel
-1 Sand (SP), fine grained, brown, dense, moist, 3/4
4 no odor, trace medium and coarse sand sp
5
- Sand (SW), fine to coarse grained, brown,
1 dense, moist, up to 5% gravel, gravels <4cms
- above, fine to medium grained
6—_ 7.8
- becoming wet
7—: water level at 7.10 ft
N SW
8]
3 2.5/4
9]
. 10.0
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Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697628.168 E 755507.967 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
10—
11 S\
12— sand (SW), as above, with minor grey
- staining SW
] : . _ 44
] Sand (SP), fine to medium grained, grey, groundwater sample
1 dense, HC odor 0020-17-GW
13
J SP
14 107
-1 Sand (SP), as above, fine grained, HC odor sp
15— Silty sand (SM), fine grained, grey, dense, HC SM
4 odor
] Sandy silt (ML), grey, firm, HC odor ML
1 Clay (CL), dark grey becoming dark brown at CL 32.3
16 —\15.8 ft, very firm, HC odor
] Total Depth 16 ft
17
18
19

N
o
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Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 20 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697494.617 E 755683.718 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - - -
1 Sandy clayey silt (ML), dark brown with minor
- grey staining, very firm, slightly moist, trace
- gravel ML
1] . 0020-18-SO-2
1 Sandy clayey silt (ML), dark grey to grey
1 brown, very firm, slightly moist, trace gravel 44
2 0.0
. ML
3
7 Sandy clayey silt (ML), dark brown with minor
2 grey staining, very firm, slightly moist, trace
4 gravel, red oxidation from 3.6 to 3.7 ft, HC
] odor
] moist ML 414
5]
1 Sandy silt (ML), fine grained, brown,
- dense/firm, moist, HC odor
] ML
6— Silty sand (SM), fine grained, brown, dense, 7.8 0020-18-SO-6
1 moist, HC odor SM
1 Sand (SW), fine to coarse grained, brown
7] with minor grey and red brown staining,
- loose, dry, bcoming wet at 7.8 ft, HC odor
h SW
8 ] water level at 7.89 ft
1 Total Depth 8 ft
9]
. 10.0
10—
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